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The series 035000 are General Service Valves for special requirements. Ranging from �" (DN�5) to 6" (DN�50) 
this valve series offers many possibilities. Designed mainly in special materials such as Hastelloy, Alloy �0 or 
other rare materials, the Series 035000 becomes the solution for your application in any pressure class up to 
CL�500 or PN400. For pressure classes up to CL600 (PN63) it is also available in stainless steel or carbon 
steel. The series is available as ANSI or DIN and in globe, angle or 3-way valve design.

The series 035000 can also be used as an engineered product to fulfill special applications or customer re-
quests. Low noise trims, anti-cavitation inserts, high pressure bellows seals, steam jackets or low emission 
packing system “SureGuard HP“ in accordance with the German TA-Luft are available.

The 035000, with it’s further reaching possibilities, is a perfect extension to Flowserve‘s “FlowTop” General 
Service valve series.

Series 035000 globe valve

Series 03�000 angle valve

Series 033000 3-way valve

Description
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Technical Data

Valve body styles Globe-, angle-, 3-way valves
Characteristics Equal %, Linear, On - Off
Seat leakage, standard < 0.0�% of rated kvs value, class IV acc. to DIN IEC 534 - other requirements on request
Material for
plug / seat ring

3�6 stainless steel, with hard faced plug shaft (≥ DN �5).
Alloy 6 facing, Hastelloy B/C, Nickel, Monel, Titanium, Ceramics, Tungsten carbide optional.                  
Noise reduction by multi-hole cage plug and additional silencer inside the valve body

PTFE soft seat (T = max. 150 °C) Valve plug with PTFE insert for ≥ kvs 0.�
Packing PTFE for temperatures up to �00 °C

Grafoil for temperatures over �00 °C
PTFE for oxygen service
Packing according to German clean air act (TA-Luft)

Body gaskets PTFE for temperatures up to �00 °C
Grafoil for temperatures over �00 °C

Extensions Standard, normalising fins, bellows seal
Steam jacket connections Screwed G ½", flanges DN �5 PN 40
kvs-values See table on page 6

Valve sizes DIN
ANSI

15
½"

25
1"

40
1½"

50
2"

80
3"

100
4"

150
6"

Stroke mm �0 �0 �0 �0 40 40 40
DIN flanges PN �0 - 40

PN 63 - �60
x
x

x
x

x
x

x
x

x
x

x
x

x
x

ANSI flanges Class �50/300
Class 600/900

x
x

x
x

x
x

x
x

x
x

x
x

x
x

Body materials:
Forged steel C��.8 (�.0460)

A�05 (�.043�)
�.457�* (3�6Ti)

x
x
x

x
x

x
x

x
x

Cast carbon steel GS-C�5N (�.06�9)
WCB (�.��36)

x
x

x
x

x
x

x
x

x
x

x

Cast stainless steel �.458�
CF3M*

x
x

x
x

x
x

x
x

x
x

x
x

x
x

*Material for cryogenic applications down to -�70 °C. Bodies also available in Hastelloy C�76 (�.46�8), Monel 400 (�.4368) and Inconel 600 
(�.48�6). Other stainless steel and nickel based alloys on request.
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Designs

Ceramics or tungsten carbide plug tip and seat.

Trim with PTFE soft seat (T = max. �50 °C).

Multi-hole cage plug.

Silencer

Valve with steam jacket.

Normalising fins for temp. from -30 to 0 °C and from +�00 to 400 °C.
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Designs

Bellows seals are available up to �70 bar service pressure. 
Standard bellows material is 3�� stainless steel. Special materi-
als for extraordinary service on request.

Control valve with extension for cryogenic service. Body and 
extension material 3�� stainless steel for service tempera-
tures down to -�96 °C.
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Size DIN �5 �5 40 50 80 �00 �50
Size ANSI ½" �" �½" �" 3" 4" 6"
Stroke (mm) �0 �0 �0 �0 40 40 40
Stem diameter (mm) 6 �0 �0 �0 �6 �6 �6

0.0�0

3

50:�

Alloy 6

3�6Ti

0.0�6
0.0�5
0.040
0.063
0.�0

4.5

3�6Ti

0.�6
0.�5
0.40
0.63
�.0

7
�.6
�.5 �0
4.0 ��
6.3 �6
�0 �0
�6 �5
�5 3�
40 40
63 50
�00 63
�60 80
�50 �00
400 ��5

 * KVS ≤ 0,�5 = KV x FR in acc. with IEC 534 (more Information on request)       **For calibrating conditions
    Further special KVS trims on request.

Valve code

Valve type Bonnet extension Actuator

035
03�
033

                               Series
Globe valve                035 000
Angle valve                03� 000
3-way valve                033 000

0
�
3
5

Standard
Normalising fins
Bellows seal
Cryogenic extension

H3, H4, H5 Manual handwheel

P�, P3
P4, P5 Pneumatic, series �

37, 38
39, 3D Pneumatic, series 4

E�, E3
E4, E5 Electric

Standard KVS-values

0          3         5         0         P        3
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Face to face dimensions A / B / C, DIN design (mm) 

Bonnet extensions Body styles

C

A

A

F

F

B

A

F

Height F (mm) and weight (kg), DIN design 

Face to face dimensions A / B / C, ANSI design RF (mm) 

Height F (mm) and weight (kg), ANSI design RF 

Globe valve 
A

Angle valve 
A / B

3-way valve 
C

DN PN 10 - 40 PN 63 - 160 PN 250 - 320 PN 10 - 40 PN 63 - 160 PN 250 - 320 PN 10 - 40
15 �30 ��0 �30 90 �05 ��5 -
25 �60 �30 �60 �00 ��5 �30 �40
40 �00 �60 300 ��5 �30 �50 �70
50 �30 300 350 ��5 �50 �75 �70
80 3�0 380 450 �55 �90 ��5 �80

100 350 430 5�0 �75 ��5 �60 �80
150 480 550 700 ��5 �75 350 360

DN

Standard Normalising fins Bellows seal
PN 10 - 40 PN 63 - 160 PN 250 - 320 PN 10 - 40 PN 63 - 160 PN 10 - 40 PN 63 - 160

Height Weight Height Weight Height Weight Height Weight Height Weight Height Weight Height Weight
15 90 6 �30 �9 �30 �7 �30 7 �30 �95 9 �50
25 90 6.5 �50 �7 �50 43 �50 7.5 �50 �40 9 3�0
40 �30 �3.5 �90 47 �90 57 �90 �3.5 �90 �70 �8.5 340
50 �30 �6 �90 �90 6� �90 �7 �90 �70 �� 340
80 �00 39 �60 �60 40 430 45

100 ��5 48 �85 �85 49 455 54
150 330 ��5 390 390 �30 430 �35

DN

Globe valve Angle valve 3-way valve 
A A / B C

Class 150 Class 300 Class 600 Class 900 Class 1500 Class 2500 Class 150 Class 300 Class 600 Class 900 Class 1500 Class 2500 Class 150 Class 300
½" �78 �90 �03 ��6 ��6 �64 89 95 �0� �08 �08 �3� - -
1" �84 �97 ��0 �54 �54 308 9� 98 �05 ��7 ��7 �54 �40 �40

1½" ��� �35 �5� 305 305 384 ��� ��7 ��5 �5� �5� �9� �7� �7�
2" �54 �67 �86 368 368 45� ��7 �33 �43 �84 �84 ��5 �7� �7�
3" �98 3�8 337 38� 470 578 �49 �59 �68 �90 �35 �89 �79 �79
4" 35� 368 394 457 546 673 �76 �84 �97 ��9 �73 �73 �79 �79
6" 45� 473 508 6�0 705 9�4 ��5 �36 �54 305 35� 457 36� 36�

DN

Standard Normalising fins Bellows seal
Class 150 - 300 Class 600 - 900 Class 1500 - 2500 Class 150 - 900 Class 1500 - 2500 Class 150 - 300 Class 600 - 900
Height Weight Height Weight Height Weight Height Weight Height Weight Height Weight Height Weight

½" 90 7 �30 �� �30 3� �30 7.5 �30 �95 9 �50
1" 90 8.5 �50 46 �50 3� �50 9 �50 �40 �� 3�0

1½" �30 �5 �90 5� �90 6� �88 �6 �90 �70 �� 340
2" �35 �8 �90 �90 �93 �9 �90 �70 �4 340
3" �00 4� �60 �60 44 430 48
4" ��5 5� �85 �85 53 455 57
6" 330 �30 390 390 �35 430 �39

Dimensions [mm] and Weights (kg)

 Standard      Normalising fins          Bellows seal  Globe valve Angle valve    3-way valve
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KMEEBR35�0-0�  06.06

Flowserve Essen GmbH
Kämmer Ventile
Manderscheidtstrasse �9
45�4� Essen
Germany
Tel.:  +49 (0) �0� 89 �9 5
Fax.: +49 (0) �0� 89 �9 66�

Your contact:

All data subject to change without notice
©06.�006 Flowserve Corporation. Flowserve and Kämmer are trademarks of Flowserve Corporation.
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