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> /Main endusers

年

> /Company basic

> /Certificates and quality control

E

E

E

E

E

1988 1989 1990 1991 1992 1993 1994 1995 1996 1997 1998 1999 2000 2001 2002 2003 2004 2005 2006 2007 2008 2009 2010 2011 2012 2013

E

E

2014

3

www.CV3000.com  三千控制阀网



两片式
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一体式
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 / Floating ball  

- From DN 15 -1/2” to DN 300 - 12” (DIN, ANSI & JIS)
 - Full & reduced bore, soft or metal seated, spring loaded seats
  - Ratings: PN 10, 16, 25, 40 & 63 or Class 150, 300 & 600
   - Material: stainless steels, carbon steels, monel, hastelloy, titanium, incoloy,inconel & others

- : DN 15 -1/2” DN 300 - 12”( DIN, ANSI JIS)
- 
- PN 10, 16, 25 & 40 Class 150, 300 & 600
-   

 / Guided ball  

三通和四通球阀 / Three and four way 

- From DN 25 - 1” to DN 600 - 24” (DIN, ANSI & JIS)
 - L-port, T-port & X-port, soft or metal seated
  - Ratings: PN 10 to PN 420  or Class 150 to 2500
- Material: stainless steels, carbon steels, monel, hastelloy, titanium, incoloy,inconel & others

 

- From DN 50 -2” to DN 750 - 30” (DIN, ANSI & JIS)
 - Full & reduced bore, soft or metal seated, spring loaded seats
  - Ratings:PN 10 to PN 420  or Class 150 to 2500
    

- : DN 50 -2” DN 750 - 30”(DIN, ANSI JIS)
- 
- PN 10  PN 420 Class 150 2500
-  

- Material: stainless steels, carbon steels, monel, hastelloy, titanium, incoloy,inconel & others

- : DN 25 -1” DN 600 - 24” (DIN, ANSI JIS)
- T , L  X  
- PN 10  PN 420 Class 150 2500
-  

- From DN 150 - 6” to DN 400 - 16” (DIN, ANSI & JIS) 
 - Full & reduced bore, soft or metal seated
  - Ratings: PN 25 & 40  or Class 150  & 300
   - Material: stainless steels, carbon steels, monel, hastelloy, titanium, incoloy, inconel & others

- : DN 150 - 6” DN 400 - 16” DIN, ANSI JIS)
- 
- PN 25 & 40 Class 150 & 300 
-  

全固定球结构球阀 / Full trunnion 

Metal seated 

- From DN 15 - 1/2” to DN 600 - 24” (DIN, ANSI & JIS)
 - Ratings: PN 10 to PN 420  or Class 150 to 2500 
  - 2, 3 & 4 ways， floating, guided & trunnion ball

    - Material: stainless steels, carbon steels, monel, hastelloy,titanium, incoloy,inconel & others

- : DN 15 -1/2” DN 600 - 24” ( DIN, ANSI & JIS ) 
- PN 10  PN 420 Class 150 2500
- 
- 
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高温球阀 / Ball valve for HTF service up to 700ºC  

- DN 15 -1/2” to DN 600 - 24”
- DIN  & ANSI  metal seated
 - Ratings: PN 10 to PN 420  or Class 150 to Class 2500 

深冷球阀 / Cryogenic -196 ºC 

- From DN 15 - 1/2” to DN 600 - 24”
 - DIN, ANSI & JIS, soft seated or metal seated
  - Ratings: PN 16 to PN420 or  Class 150 to Class 2500 

 / Tank bottom valve

- From DN 40 - 1 1/2” to DN 200 - 8”
 - DIN & ANSI, soft seated or metal seated
  - Ratings: PN  10 & 16  or  Class 150

对夹式球阀 / Wafer type 

- From DN 15 - 1/2” to DN 100 - 4”
 - DIN & ANSI , soft seated 
  - Ratings: PN 16 , 25 & 40 & class 150 & 300

- : DN 15 -1/2” DN 600 - 24”
- DIN ANSI & JIS, 
- PN 16  PN 420 Class 150  Class 2500 

- : DN 15 -1/2” DN 600 - 24”
- DIN & ANSI,  
- PN 10 PN420 Class 150  Class 2500

- : DN 40 -1 1/2” DN 200 - 8”
- DIN & ANSI  
- PN 10 & 16 Class 150 

- : DN 15 -1/2” DN 100 - 4”
- DIN & ANSI 
- PN 16 25 & 40 Class 150  & 300

Heating jacket 

- All PEKOS valves can be partly or fully jacketed. Jacket connections screwed or flanged
 -  DN 15 -1/2” to DN 750 - 30”
  - Material: stainless steel, carbon steel and special alloys 

- PEKOS , 
- : DN 15 -1/2” DN 750 - 30”
-  

- From DN 8 - 1/4” to DN 100 - 4”

 - DIN & ANSI, full and reduced bore; Ends: NPT, BSPP/BSPT, BW,SW, RF
- Ratings: PN 64 ,100 ,138 ,250 & 420  & Class 400,600,800,1500 & 2500

- : DN 15 -1/2” DN 100 - 4”

- DIN & ANSI NPT, BSPP/BSPT,BW,SW,RF  
- PN 64,100,138, 250& 420 Class 400,600,800,1500 & 2500

三片式锻造球阀 / Three pieces forged 

- 2 & 3  ways , carbon steel and stainless steel, NACE MR 0175

- 

   - Material: stainless steels, carbon steels, monel, hastelloy, incoloy,inconel & special alloys 

-   
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 / ACTUATORS

安全功能认证
认证

DETECTION / TEST DEVICES

安全功能认证

CONTROL PANEL TYPES 
& REQUERIMENTS

安全功能认证

认证

MANUAL OVERRIDE
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SOLENOID 
CONFIGURATION

1oo1 / Configuration

 

 

1oo2 /Redundant configuration

2oo2 /Redundant configuration
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Pekos Valves automation division offers all types of ball valves assembly with  varitery 
rotative actuators  like pneumatic, hydraulic, electric, electric hydraulic, gas over oil, 
direct gas and vane etc..

1.1  / Rack & Pinion 

- 6000 Nm, 13000Nm/Single acting up to 6000 Nm. Double acting to 13000Nm

-  / Compact design, aluminum and stainless steel housing

- ISO 5211, / ISO 5211 valve assembly,override & gear box available

- PED, ATEX, SIL 3, IP67, DNV , GOST and others upon request

- 0-90º 0-180º行程回转/ Part turn in 0-90º  and 0-180º rotative 

- ISO5211, 

- PED, ATEX, SIL 3, DNV and others upon request

- EN15714-3  / Double of the min num. of the cycle specified in EN15714-3 

- 0-90º  / Part turn in 0-90º , Compact design, carbon steel housing 

-  / Control: local or remote commands. 

- ATEX, SIL 3, HART and others upon request

-  / Torque values like pneumatic actuators

-  / Power unit: electric motor. 24Vdc/230Vac/400Vac.

- 0°-90° 0° - 180°  / Quarter turn 0°-90°. Others: 0° -180°, multiturn. 

- 250bar / Spring return & double acting ,Operating
   pressure up to 250 bar.

- ISO5211 & DIN3337,  / ISO5211 & DIN3337 valve assemb.,override  available

- ATEX, SIL 3, PED, IP67M and others upon request

- 0°-90°  /Quarter turn 0°-90°, housing in nodular ductile iron.  

-  / Scotch yoke and rack & pinion double-acting actuators

- PED  ASME 

- CE, ATEX, IP66/67M,

- 0°-90° 105bar / Quarter turn 0°-90°,operating pressure  up 105bar,

- / Integrating manifold for gas and hydraulic control

Pekos

- 30000 Nm, 60000Nm /Single act. up to 30000 Nm. Double act. to 60000Nm

- ISO 5211, / ISO 5211 valve assembly, override available

-  / Torque values like pneumatic actuators

-  / Torque values like pneumatic actuators

- PED or ASME approved gas-over-oil tanks, power gas storage tanks

- Manual hand pump for emergency or local operation

- Assembly SO5211,override,hand pump, jack screw & gear box available

1. / Valves control elements-Actuators 

1.2  / Scotch Yoke 

1.3  / Electric Actuator 

1.4  / Hydraulic Actuator 

1.5  /  Gas Over Oil 
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低压

 
 

 

 . 

间可调

2.  / Valves control elements -Positioner 

3.  / Valves control elements -Solenoid valve

4.  / Valves control elements -Position indicator 

5.  / Valves control elements -Filter regulator

6.  / Valves control elements -Emergency overrider

Rack & pinion and Scotch yoke available

Control: local or remote commands,with self-shielded function 

 / Single acting &  double acting actuators

1.6.  / Valves control elements -Electric hydraulic 

  0°-90°  / Quarter turn 0°-90°, open/close and regulating function. 

 / Torque values like pneumatic actuators
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K-GUARD   / Modular system

 K-MASS  /  Passive fire protection

 通用标准要求 / General standard requirement 

����UL-1709�/ WHY UL-1709 

UL-1709 shows the real behaviour of a petrochemical fire 
The fire reaches extremely high temperatures in a very short period of time

��	
��/ As the fire starts: 

����	
 / Long term exposure: 

��	
� / During the fire: 
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 / PST Partial Stroke Test 
 / Non-intrusive test for safety prevention

本地控制模式
由电磁阀做手动局部行程测试

 / Functional Test Report Sheet

 

ATEX SIL  

局部行程测试

功能检测报告

远程控制模式
智能定位器,通讯协议
( 等)
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. 
 

 

 

 与

或 阀是一种控制阀, 在探测 到危险事件时用来阻断危险介质流出或烃类气体的外泄, 是处置错误反应的
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关闭 秒

有要求
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/ Production and stocks  

CNC I In house CNC Machining  / Assembling 

 / Quality control

 / Automatic smart warehouse

 / Warehouse

 / Development and test

 / Sales department

 / Sales, distribution and logistic centre
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 / Firesafe test
  / Cryogenic test 

/ Certificates of Company
ISO 9001 

AD-Merkblatt WO/TRD 100      
  

API Monogram 

TUV A352.09

TUV AGG.268

CE

ATEX

                  

EN 161 / EN 264                    
  

Helium -40 ºC           

Sanitary approval  (Russian)

SIL-3

     

/ Certificates of Products

BS 6364

DVGW-EN 13774 
 

UKR SEPRO                                  

CSA 
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API 607 - API 6FA
ISO 10497 - API 6D

EN 16678 / EN 23553                    

TA-Luft
ISO 15848

GOST-R                                  
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Pneumatic control valves

Electronic control valves

Pneumatic control valves Pneumatic control valves

Electronic control valves  Pekos in Valve World exhibition

Electronic control valves3 ways control valves Pneumatic control valves

Special 3 ways with gear box Pneumatic control valves wth K-Mass Hydraulic control valves18
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